	Cross-over cable pin-out
	

	
	

	Connector type: RJ45 
	

	Wiring code standard: 568A and 568B
	

	
	

	Category 5, 5e, or 6 UTP cable, stranded UTP is preferred.
	

	Strip the cable Jacket on each end.
If the pairs have cuts or nicks, cut off the end and start over.

Untwist the pairs in the order need based on diagram below.

Trim pairs to about a ½ inch in length from the jacket edge.
	

	Hold the connector with the clip facing down.
	

	Terminate (push) cable pairs into the jack in the proper order.
	

	A portion of the cable jacket should be inserted into the end of the connector, this gives proper support for cable.

	Very firmly crimp the connector.
	

	1st end of cable
	Opposite end of cable

	568A Wiring Standard
	568B Wiring Standard 

	Pin assignments are in order from left to right 1,2,3,4,5,6,7,8.
	Pin assignments are in order from left to right 1,2,3,4,5,6,7,8.

	
	

	Pin1 White/Green
	Pin1 White/Orange

	Pin2 Green
	Pin2 Orange 

	Pin3 White/Orange
	Pin3 White/Green

	Pin4 Blue
	Pin4 Blue

	Pin5 White/Blue
	Pin5 White/Blue

	Pin6 Orange
	Pin6 Green

	Pin7 White/Brown
	Pin7 White/Brown

	Pin8 Brown
	Pin8 Brown 


Note: to make cross-over cable you simply terminate one end as a 568A standard and the other end as a 568b standard.

